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u - Deadend for galvanized steel or 
aluminum-clad steel guy strand 

 
3-Bolt Guy Clamp 

 
 Light (1/2" bolts) Heavy (5/8" bolts)* 
   
Almat - K162-4 
Dixie D6450 D6461 
Hubbell (Chance) 6450 6461 
Joslyn J930 J931 
Kortick  K4124 K4005 
MacLean (Continental) U5273 U5275 
   

 
 

U-Bolt Guy Clamp 
 

 Light (3/8" bolts) Heavy (1/2" bolts) 
   
Hubbell (Chance) GCU38C - 
Joslyn (Flagg) PAX-64C PAX-67C 
MacLean (Continental) GC-64C GC-67C 
   

 
 

Offset Guy Clamp 
 

 Light (1/2" bolts) Heavy (5/8" bolts) 
   
Hubbell (Chance) 6409 6410 
Joslyn J926 J927 
   

 
 
*For use on transmission. 
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z - Anchors, Rock 
 
 

 Expanding Rock Anchors Rock Guy Bolt 
Anchor Size - inches 1-3/4 1-3/4 1-3/4 1-3/4 
Rod Length - inches 15 30 53 18 
Rod Diameter - inches 3/4 3/4 3/4 1 
     
Almat K148-15 K148-30 K148-53 - 
Hubbell (Chance) R315 R330 R353 - 
Joslyn J3436 J3437 J3438 - 
Kortick K5503 K5504 K5505 K2377 
MacLean (Continental) UCR315 UCR330 UCR353 U5003 
     

 
 
 
 

z - Pole keys 
 

Hubbell (Chance) P-4817 
Joslyn J-4817 
MacLean (Continental) UCP-4817 
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ap - Clamp, hot line 
Copper and Copperweld-copper Conductor 

(Clamps with internal springs and enclosed threads) 
 
 

 
Conductor 

 

Copper 6 thru 2/0 
Copperweld-copper 8A thru 2A 
  
Blackburn HLC 2108 
Electric Motion Company EM HLC-101 
Hubbell (Anderson) BC-2/0 
Hubbell (Chance) S1520CC 
Hubbell (Fargo) GH-100S 
 GH-201 (For use with CL Fuse) 
Ideal 3532 
MacLean (Reliable) C1520 
Penn-Union HLC-020-LS 

 
 

ap - Clamp, hot line 
ACSR with armor rods 

 
Clamps listed below have spring action and enclosed thread chambers. 
 
 
Conductor Size 

  
4/0 & 3/0 

 
2/0 

 
1/0 & 2 

 
 4 

  
Tap 

Conductor 

    

Connector Mfg. Aluminum HL 4/0 - - - 
      
Hubbell (Anderson) Aluminum AC-800 AH-4 AH-4 AH-4 
 Copper AC-800-GP AH-4-GP AH-4-GP AH-4-GP 
      
Hubbell (Chance) Aluminum S1540-AA S1540-AA S1530-AA S1530-AA 
 Copper S1540-AC S1540-AC S1530-AC S1530-AC 
      
Hubbell (Fargo) Aluminum GH-202AL GH-202AL GH-101A GH-101A 
 Copper GH-102AC GH-102AC GH-101AC GH-101AC 
      
MacLean (Reliable) Aluminum 

Copper 
 - 
 - 

 - 
 - 

C1530A 
C1530A 

C1530A 
C1530A 

      
Penn Union Aluminum   -   - HLCA-040 HLCA-040 
 Copper   -   - HLCA-040 HLCA-040 
      
Utilco Aluminum   - HLC-397   - HLC-40 
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bk - Guy Plate 
 
 
Applicable Specifications: 
 
Strain Type: Edison Electric Institute Specification TD-11 1951, "Specifications for Guy Hooks and Guy  

Strain Plates." 
 
Lift Type: None 
 
 
 
 

 Strain Type 
4" x 8" x 14 gage 

Lift Type 
2-1/2" x 7" x 1/4", 2 hole 

   
Almat K45-1 - 
Dixie D6575 D7888 
Hubbell (Chance) 6575 7898 
Joslyn J1034 - 
Kortick K4015 K3511 
Line Hardware GSP-1 - 
MacLean (Continental) U5351 UC434 
   

 
 



 U hb-2 
 April 1, 2004 
 
 

U hb - Cable Accessories 
 

(When ordering, specify conductor size, type, whether copper or aluminum and insulation diameter) 
 

600 Ampere Continuous Current Rating 
 
Manufacturer Catalog Number 
  
Hubbell(Chardon) 15 kV 

  Deadbreak termination connectors 
    9U60AAL (with test point) 
    9U60ABL (without test point) 

 25 kV 
  Deadbreak termination connectors 
    9U60BAL (with test point) 
    9U60BBL (without test point) 

  
Cooper Power Systems 15 kV 
   Deadbreak termination connectors 
     Bol-T System 
     T-OP II System 
     Push-OP System 
     DBA615 Bushing Adapter 
 25 kV 
   Deadbreak termination connectors 
     Bol-T System 
     T-OP II System 
     Push-OP System 
     DBA625 Bushing Adapter 
 35 kV 
   Deadbreak termination connectors 
     Bol-T System 
     T-OP II System 
     Push-OP System 
   Optional 200 A. loadbreak tap 
     No. 2637449C 
  
Elastimold (ESNA) 15 kV, used with non-loadbreak connectors 
   600, 650 Series 
 25 kV, used with non-loadbreak connectors 
   K600, K650 Series 
 35 kV, used with non-loadbreak connectors 
   750LR Series 
  
Richards 15 kV, used with non-loadbreak connectors 
   P615HH 
 25 kV, used with non-loadbreak connectors 
   P625HH 
  
3M 15 kV, Deadbreak termination connectors 
   5815 Series Modular Splicing System 
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U hv - Cable, Underground 
15 kV and 25 kV Cable 

 
(Alternative Insulation Compound) 

 
Applicable Specification: RUS Specification U-1 
Conductor (15 kV): Copper or Aluminum - #2 AWG through 1000 kcmil 
Conductor (25 kV): Copper or Aluminum - #1 AWG through 1000 kcmil 
Insulation: Tree-retardant Crosslinked Polyethylene (XLP-TR) 
   (I) indicates Pirelli IE.7100 XLP-TR 
   (II) indicates AT Plastic PowerGuard 320TR 
   (III) indicates Union Carbide HFDB-4202 
   (IV) indicates Nova Borealis LE 4212 
   (V) indicates Dow HFDB 8202 
Neutral: Copper Concentric Neutral 
Jacket: High Molecular Weight Polyethylene 
 
Conditions: To obtain experience 
 

Manufacturer Insulation(s) Flat Strap Neutral Available 
   
General Cable XLP-TR (II, III, IV, V) Yes 
Hendrix XLP-TR (III, IV) No 
Nexans Canada XLP-TR (II, III, IV) No 
Pirelli XLP-TR (I, IV) Yes 
Southwire XLP-TR (III, IV) No 
   

 
 


